
GK-1-72HTBD-F

TOPCon Bifacial Module with Dual Glass

570-600W
23.2% ≤1% First-year Degradation

≤0.4% Annual DegradationModule Efficiency up to



      Office 1102, No. 58 Huajin Street, Hengqin Free Trade Zone, Zhuhai City, 
Guangdong Province, China.
Product data is updated as of May 2024. Gokin Solar Co., Ltd. reserves the 
right to change specifications.
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Open-circuit Voltage ɔVocȴVђdhort-circuit Current ɔIscȴAђ
Maximum Power Voltage ɔVmpȴVђMaximum Power Current ɔImpȴAђ Module Efficiency ɔ%ђMaximum Power at dTC ɔPmaxђ

Module TypeTesting Condition
Maximum Power ɔPmaxдWђOpen-circuit Voltage ɔVocȴV҄dhort-circuit Current ɔIscȴAђ

Maximum Power Voltage ɔVmpȴVђMaximum Power Current ɔImpȴAђModule Efficiency ɔ%ђGK-1-72HTBD-570M-FGK-1-72HTBD-575M-F

GK-1-72HTBD-580M-FGK-1-72HTBD-585M-FGK-1-72HTBD-590M-F

GK-1-72HTBD-595M-FGK-1-72HTBD-600M-F

1 ʪ d T C Ŵ  I r r a d i a n c e  1 0 0 0 W д M ǹ ų  C e l l  T e m p e r a t u r e 2 5 ℃ ų  A M ˛ 1 . 5
2 ʪ N O C T Ŵ  I r r a d i a n c e  8 0 0 W д M ǹ ų  A m b i e n t  T e m p e r a t u r e  2 0 ℃ ļ A M ˛ 1 . 5 ų  W i n


